
Foster Fitting

Parts List

DESCRIPTIONPART NUMBERQTYITEM

valve assembly - 308, 357E-200-0001-0011

receiver, lower - 308, 357D-100-0001-0012

burst disk, 5kC-030-0010-5013

foster, SlayerE-100-0008-0014

hammer, 36gmD-100-0005-0015

guide pin, hammerD-100-0006-0016

adjuster, hammer springD-100-0007-0017

sear, dropD-100-0008-0018

sear, leverD-100-0009-0019

sear, intermediateE-100-0009-00110

screw, valve retentionD-100-0011-00211

torsion spring, searD-100-0012-00112

sealing washerC-30-0125-16113

sear pinC-260-0125-16514

spring, hammerC-350-0001-00115

cap screw, 4-40X.25C-200-0440-04316

spring, lever returnC-035-0002-01117

Parts List

DESCRIPTIONPART NUMBERQTYITEM

o-ring, -04, b70C-025-0004-0011
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UNLESS OTHERWISE SPECIFIED:

ALL DIMENSIONS ARE IN INCHES

TOLERANCES ARE:

FRACTIONS    ANGLES    DECIMALS

+/- 1/32"            +/-.5      .X=.02

                                       .XX=.01

                                       .XXX=.005

 

SURFACE FINISH 63

 

MATERIAL:

FINISH:

Lower Receiver, Slayer

E-100-0001-00
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PROPRIETARY NOTICE:
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Notes:

1) All pins are inserted from the left side.

2) Use Loktite #242.

3) Metering screw must be removed before

removing valve assembly.

Note 1.

Note 2.

Note 3.
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